OPEN
WEDGE SOCK

Material : Cast Steel
Surface treatment : Self Color, Hot Dip Galvanizing, anti-rust coated

These are terminal metal fittings for wire ropes and it is very easy to
install and uninstall them.

Wire ropes are fixed with wire clips.

Please pay attention to the direction of wire clips.
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OPEN WEDGE SOCKET

mm dimension

Dlmensmns(mm) _
Model for wire ® welght
Hﬂlﬂﬂlﬁ
' (Mtons)
OWS 10-12 10-12 2
OWS 14-16 14-16 104 | 230 | 35 | 120 | 53 24 31 5.2 3.6
OwWSs 18-20 18-20 104 | 275 | 40 | 150 | 68 | 28 | 34 9.8 5.6
OWS 22-24 22-24 154 | 328 | 48 | 180 | 82 | 34 | 40 16.9 7
OWS 25-28 25-28 174 | 385 55 | 210 | 96 38 46 26.2 11
OWS 30-32 30-32 203 | 440 [ 60 | 240 | 111 | 42 | 49 40 13
OWS 34-36 34-36 233 | 495 75 | 260 | 126 | 48 | 61 615 17.5

inch dimension

Dlmensmns{\lnch)
Model for wire @

Number (inch) .S'W‘L'.
(Mtons)
OWS 10-12 3/8 327|709 118|354 | 1.54 | 075 | 0,98 2.6 P
OWS 14-16 5/8 409|906 | 138|472 2.09 | 0.94 | 1.22 5.2 3.6
OWS 18-20 3/4 409 |1083| 157|591 | 268 | 1.1 | 1.34 9.8 5.6
OWS 22-24 7/8 6.06 |12.91( 1.89 | 7.09 | 3.23 | 1.34 | 1.57 16.9 .
OWS 25-28 11/8 6.85 |15.16| 2171827 | 3783 | 15 | 1.81 26.2 11
OWS 30-32 11/4 7.99 |17.32| 2.36 | 9.45 | 4.37 | 1.65 | 1.93 40 13
OWS 34-36 13/8 917 |1949( 295 |10.24) 496 | 1.89 | 24 61.5 175
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